From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: djhutch@concentric.net 

Subject: "John Kitchens" NS6X 

Message-ID: <33577879.224B@concentric.net> 


Hello! 


Does anyone on the list know John Kitchens (NS6X) £rom Sonoma, 
California? If you do would you please e mail me or call me at 
1-317-497-9410. 


Thanks, 


Dave Hutchison K9HT 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Tom Norris <badger@telalink.net> 

Subject: 390A AGC problem. HELP! 

Message-ID: <3.0.1.32.19970417174314 .00707330@telalink.net> 


Just got started on an AGC problem on my #2 R390A. 

The symptoms: stingy meter, overload on strong signals, 

not much age "range". Meter checks fine, and will read 

fullscale if I move the zero control around. The IF gain is fine 
and is set for -7 volts with 150 microvolts in. 


The agc voltages at various signal levels on my rx are: 
( for comparison to the agc voltage chart in the manual) 


Read with a Fluke 77 VOM at the AGC terminals 


5 microvolts --- 1 volt AGC 

50 microvolts -- 1.5 volts AGC 
200 microvolts -- 2 volts AGC 

2 k microvolts -- 2.5 volts agc. 
20 k microvolts -- 4.5 volts agc 
200 k microvolts -- 8 volts agc. 


ALSO, I found by accident that if I pull the agc IF amp out, ( v-508) 
I still have an AGC voltage that tracks the signal as above!!! 
This signal is a half volt lower, and cant be peaked with Z-103. 


I havent pulled the deck out yet, but the resistance measurements 
from topside are right on per the chart, if the chart is to be believed. 


All tubes are good, tube subbing doesnt help. 


Any suggestions before I go ripping into it??? 


Please visit The Mil List for info on military communications gear: 
HTTP: //telalink.net/~badger/millist/mi.html 


Please help me fill in the gaps in the list! 


ANY and ALL Contributions Welcome. 
KAKA KIKI IK KA KIKI IK IKK IKI IK III IK III IKI IK IKI IK III IKI IK IK 
Tom Norris KA4RKT 
badger@telalink.net Nashville, Tennessee, USA 
thermionic@techie.com 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 

From: berg stephen erik <z931086@corn.cso.niu.edu> 

Subject: 8117A specs? 

Message-ID: <Pine.3.89.9704171652 .B12748-0100000@corn.cso.niu.edu> 


Does anyone have the electrical specs and class AB1 ratings for the 8117A 
twin tetrode? 

73, 

Steve WA9IJML 


Z931086@corn.cso.niu.edu 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 

From: Karl-Arne =?ISO-8859-1?0?Markstr=F6m_08?= 6017171 

Subject: Re: 8117A specs? 

Message-ID: <D152TUM22DM3x* /R=A1/R=MRGST /U=KAM/@MHS.stoa.mobile.telia.se> 


Boatanchorites, 


Steve WA9IJML asked: 


a 


®Does anyone have the electrical specs and class AB1 ratings for the 8117A 


Aatwin tetrode? 
a 


2135 


a 


*Steve WAIIML 

The 8117A is closely related to the YL1070 double tetrode , whose 
data in summary is: 

Heater: 


6,3 V@1,8A 
12,6 V @0,9 A 


Limiting: 
Va max 1kV 
Ia max 110 mA per section 


Wa max 30 W per section 


Typical ICAS AB1 operation up to 30 MHz, sections in parallel 


Va 1 kV 

Vg2 250 V 

Vg1 -36 V (adjust to 55 mA Ta ) 
Ia max 220 mA (single tone) 
Ia 55 ma 

Pout 160 W 


Plate load 3000 ohms 
Hope this helps and 73 


Karl-Arne Markstrom 
SMOAOM 


kam@stoa.mobile.telia.se 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Glenn Finerman <GFINER@nms.com> 

Subject: 8874's 

Message-ID: <s3574111.029@nms.com> 


A good friend of mine is looking at a used Alpha 76 which uses 8874's. 
He had a few questions which he asked me to post to the group of 

tube experts (woops! I used the "E" word!!!). I told him this group is as 
close as you're gonna get! 

After he checked the AES catalog (Amateur Electronic Supply) and saw 
that a replacement pair of these tubes will run almost $1000, he has 
some reservations about buying the amp. I noticed those prices are 
for Eimac tubes. Are 8874's available from Svetlana for less $$ ??? 
Are they available from ANYBODY for less than Eimac's?? 

I know you folks in the broadcast industry are used to such high cost 
tubes, but $1000 for 2 tubes? WHEW!!. I thought a read a recent post 
about an article in QST outlining a mod to amps that use these tubes 
to use 3CX400's ?? Not sure about that......... 

What should he do? I know Alpha makes a great amp and I don't want 

to advise him to buy an Ameritron. He will be mainly using the amp to 
amplify a low power plate modulated AM transmitter and some SSB. 


HELP?? 


y 2: ee ee ree Glenn N2BJIG gfiner@nms.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Stanley Siegel <siegels@turing.law.nyu.edu> 

Subject: 8874's -Reply 

Message-ID: <s3575083.002@turing.law.nyu.edu> 


Until recently, the only 8874's available were from Eimac, and they cost a 
great deal. Few are available on the surplus market. Unlike the 8877 
(used in the Alpha 77 versions) the 8874 was never purchased by the 
government. So, as it turns out, you can often get an 8877 for less than 
a single 8874. That is the biggest problem with the Alpha 78. It isa 
wonderful amp, I can assure you as a former owner who worked 200+ 
countries with it on both SSB and CW. 


I think -- but I am not sure -- that Svetlana has plans to produce an 8874. 
If they do, that may solve the problem. I have not seen one yet, 
however. Apart from Svetlana, Eimac is sole source. 


The good news is that if the 8874 (also 8877) is treated properly, it will 
last a lifetime. Two things will kill it real fast: one is high filament 


voltage, 
which is usually not a problem in the Alpha 78, particularly if you are 
running it properly on a 220 line. The second is grid overdrive, which is 


a problem if you pull out the input swamping network in that amp. People 
are tempted to try to get 1500 watts out of that amp, which is possible 
but very silly. Keep it down to about 1200 out, and watch the grid drive, 


and the 8874's will last almost forever. The problem, by the way, has to 
do with the grid structure: the gold plating on the grid will be burned off 
by overdrive. 


Hope that helps. 


73, Stan W2ST 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: AC wiring for BA's 

Message-ID: <1997Apr17.144931-0500@spike.vuse. vanderbilt. edu> 


In <s3563de4.005@nms.com>, Glenn Finerman wrote: 

>There may have been a thread long ago about the proper way to get 

>220V AC into the shack to power those current sucking BA amps but 

>I'll post my question here and hope someone can give me a quick 

>answer. I Pulled the cover off my circuit breaker box to get a look 
>inside because I want to run a 220 line into the new shack. I see a pair 
>of thick wires and a ground coming in from outside. 


Right. These are the two hot lines from the pole pig and the center 
tap, which is nominally grounded. 


>The box has two 

>vertical rows of breakers. One of the thick wires feeds one row on the 
>left side and other feeds the right side. At the bottom of the box there is 
>one big breaker (not the main shut-off) that bridges over from the left 
>side to the right. 

> 

>My question...Did'nt someone say this is the WRONG way to get 220v? 

>Each "leg" from outside seems to provide 110v when paired with a 

>ground, but the air conditioner gets power from the the two main lines 
>coming in from outside. 


I sure didn't. That is the normal way of deriving 220v. In order to 
get the juice for your megaphone you simply need to get a similar kind 
of breaker. Do Not tie into the AC line, it is probably already maxed 
out. The notion is that about half the 110v load of the house is put 
across each hot phase, but a perfect balance is rarely achieved. Any 
220v loads are strapped across the two lines (and each line is hot 
from ground, unlike 110v). 


> Does this mean I really can't have a proper 220 
>line in my shack? (Everyone on the street has underground wiring) . 


Nope. 220v is 220v. 


Keep one hand in your pocket... A. B. Bonds 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Dan Kerl <dlkerl@ro.com> 

Subject: Re: AC wiring for BA's 

Message-ID: <335692D6.6482@ro.com> 


Glenn Finerman wrote: 

<snip> 

> My question...Did'nt someone say this is the WRONG way to get 220v? 
Each "leg" from outside seems to provide 110v when paired with a 
ground, but the air conditioner gets power from the the two main lines 
coming in from outside. Does this mean I really can't have a proper 220 
line in my shack? (Everyone on the street has underground wiring) . 


VV VV 


The two-pole breaker connects to both busbars within the box. 


There should be no problem getting 240V. Do you need 120V off the same 
circuit? If so then you'll need to run a 3-wire-plus-ground cable to 
your shack. Add a two-pole breaker to your existing box, and connect 
the red and black insulated wires to it. Connect the white wire to 
the neutral tie point in the existing box. Connect the ground to the 
neutral tie point IF the earth ground bonding point is also in the 
existing box. If it isn't (such as in the case of the existing box 
being an extension of another box), you'll have to keep the ground 
separated from the neutral. In either case, you can determine this 
from observing where the existing ground wires from other circuits 
connect in the existing box. THE IMPORTANT THING TO REMEMBER IS THAT 
THE GROUND AND NEUTRAL CONDUCTORS MUST ONLY BE CONNECTED TOGETHER AT 
THE BOND POINT (where the household ground rod connects to the panel 
via a bond wire, usually 6 or 8 ga solid copper). This allows the 
ground circuit to function correctly as a safety mechanism. 


If you need 240V only, and the equipment to be connected has no 
neutral, there will be no white wire to connect. The US code allows 

the rules to be bent slightly, such as an 240 V electric oven requiring 
no neutral conductor, even though that oven may contain a 120 V 

oven lamp. The ground conductor is used as a neutral in that case. 


All this assumes that you can route a new cable from the panel 
to your shack. This is usually the biggest hassle in this sort 


of job. 


I've connected a remote panel to an existing box with 8 ga wire, 


which was good for 40 amperes. 


I would suggest getting a copy of the National Electric Code for 
reference, as it doesn't cost too much and can answer these kinds 
of questions. Your local code may be different. 


Another useful document is the wiring FAQ, found on the web at 
http://www. team.net:80/www/shop-talk/ 


Dan Kerl 
dlkerl@ro.com 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: AC wiring for BA's 

Message-ID: <Pine.ULT.3.95.970417163836.6056C -100000@admin. aurora. edu> 


On Thu, 17 Apr 1997, Glenn Finerman wrote: 


My question...Did'nt someone say this is the WRONG way to get 220v? 
Each "leg" from outside seems to provide 110v when paired with a 
ground, but the air conditioner gets power from the the two main lines 
coming in from outside. Does this mean I really can't have a proper 220 
line in my shack? (Everyone on the street has underground wiring) . 


VVVNV Vv 


No, it's OK. The two hot lines are 180 degrees out of phase, therefore, 
you have 220V between them. In my box, as you go from top to bottom, 
each breaker is on the opposite phase from the one next to it so that 
if you put in a double breaker, you then get 220V off their terminals. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: jackiv@juno.com (JOHN M IVERSON) 

Subject: Re: AC wiring for BA's 

Message-ID: <19970417 .182750.11974.1.jackiv@juno.com> 


On Thu, 17 Apr 1997 19:13:08 GMT Glenn Finerman <GFINER@nms.com> writes: 
>There may have been a thread long ago about the proper way to get 
>220V AC into the shack to power those current sucking BA amps but 
>I'll post my question here and hope someone can give me a quick 


>answer. I Pulled the cover off my circuit breaker box to get a look 
>inside because I want to run a 220 line into the new shack. I see a 
>pair 
>of thick wires and a ground coming in from outside. The box has two 
>vertical rows of breakers. One of the thick wires feeds one row on the 
>left side and other feeds the right side. At the bottom of the box 
>there is 
>one big breaker (not the main shut-off) that bridges over from the 
>left 
>side to the right. This breaker has two wires coming out that feed a 
>huge wall mounted 220v air conditioner in the living room. The two 
>wires 
>that come out of this breaker obviously connect to the two thick wires 
>from outside (220v). 
>My question...Did'nt someone say this is the WRONG way to get 220v? 
>Each "leg" from outside seems to provide 110v when paired with a 
>ground, but the air conditioner gets power from the the two main lines 
>coming in from outside. Does this mean I really can't have a proper 
>220 
>line in my shack? (Everyone on the street has underground wiring). 
> 
> 
DI Bea Sine oa Glenn N2BJIG gfiner@nms.com 
>Glen, what you have in your panel is a 120/240 service witha neutral. 
each of the"thick" wires to the white wire ia 120 volts. Each of the 
thick" wires (probably black) to each other will be 240 volts. 
to get 240 to your load you will need a 2 pole circuit breaker of the 
type that is used in your panel ( we hope that you will have the spaces). 
Then to size that breaker you will have to know what your load will be, 
this will tell you what size of wire you shall use. After this exercise 
you will then select the breaker rating. 
For the average amplifier you will select #12 wire for a 20 amp breaker. 
If your load is greater than 15 amps continuos this will be OK however 
if you will have a long run to your load, #10 wire and 30 amp breakers 
will be OK. 
The breaker size is only to protect the wire to the load, not to protect 
your load, that is the purpose of the fuses in the rig.. Next you must 
select the proper connectors for the receptacle as well as the cord 
connector on the load.. 


Have fun.. Jack KOEWU jackiv@juno.com 


(sorri for using all the bandwidth) 
> 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 


From: Glenn Finerman <GFINER@nms.com> 
Subject: Re: AC wiring for BA's 
Message-ID: <s3573b8f.027@nms.com> 


A big THANK YOU!!! to all the folks who responded to my query about 

220v shack wiring for BA's. In a nutshell, the WRONG way is to get the 
two legs for 220 from two different 110 breakers. The right way is 

to install a 220 breaker which connects to the two main wires coming in 
from outside. My problem is there are no empty spaces left in the box 

to install additional breakers. As someone suggested, I'll have to either 
replace the box or install a subpanel. 

F.Y.I, I'll be running the wire to the shack, but I WILL be hiring an 
electrician to do the work at the box. (I don't want to fry!!!) 


Thanks again everybody!! 


Tis oe wl 8 Glenn N2BJIG gfiner@nms.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: John Shriver <jas@shiva.com> 

Subject: Re: AC wiring for BA's 

Message-ID: <199704181537.LAA29680@shiva-dev.shiva.com> 


A full breaker problem is easily solved. For most types of breakers, 
there are 2-up units, that put two circuits in the space of one 
breaker. Buy two of those, and put four of your existing 110 circuits 
on them. Then, use the two empty spaces for one 220 circuit. 


There are, however, rules in the NEC for how much load one panel can 
handle, and all that. That's what licensed electricians purportedly 
pay attention to. 


My house has quite a few of those two-ups in the panel. It also has a 
lot of 15A circuits with 1 or 2 outlets, a survey and consolidation 
could probably drop the number of circuits substantially. (In my 
copious spare time.) 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: jmccarty@lucent.com (John J Mccarty) 

Subject: All thats green isn't ground... 

Message-ID: <199704172343 .SAA24362@nwsgpa.ih.lucent.com> 


Greetings all; 

Just read a post concerning A.C. wiring in the shack. It jarred 
loose a question that's been rolling round my head. Started last week 
with the color code thread. If a piece of equipment has its line 
cord replaced with a three wire type, green wire tied to chassis, and 
this gear is also tied to the station (r.f.?) ground, (my shack is 
right next to the water meter and I use the street side of the pipe) 
isn't this a problem with multi-point ground?? 

I don't claim to know a lot about this, but I do know that multiple 
grounds in some environments are a bad thing, and are avoided like 
the plague. But using 3 wire cords on metal chassis B.A.'s, are we 
setting ourselves up for ground loop noise?? 


John McC. 
n9hrt 
jmccarty@lucent.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Edward J. Zeranski" <ejz@nosc.mil> 

Subject: Bandmaster question 

Message-ID: <2.2.32.19970418200331.00c24db4@marlin.nosc.mil> 


There is a hole on top the Bandmaster over S1 for connection to L16. 
Was this for convient access for a monitor or was there a Harvey-Wells 
accessory that plugged in here? 


Ed Zeranski : ejz@marlin.nosc.mil, work / ezeran@cris.com, home 
Wooden Boats, Tube Receivers, Rusty Old Trucks, The Good Stuff! 

This is a private opinion or statement and is nobody's fault but mine. 
No person, employer, or govt.should try to take credit for it! 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 
Subject: BEAM FILTER 

Message-ID: <199704181242 . TAA28296@pop.uky.edu> 


Anyone use a "BEAM FILTER" for CW. I used to use one years 
ago before filters or DSP's. They are 
great for QRP sense they require no power supply. I think they 
were use with aviation RDF receivers in the early days. 


73 
Bill wa4lav 


William L. Fuqua III P.E. E-mail WLFUQUQQ@POP.UKY.EDU Phone (606) 257-4155 
Department of Physics and Astronomy CP-177 Chem. Phys. Bldg. 
University of Kentucky , Lexington, Ky 40506-0055 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 
Subject: Beam Filters 

Message-ID: <199704181519.LAA12438@pop.uky.edu> 


Sorry about the error. Did a little cut and paste and cut too much. 
No one said anything yet, but it should have read. 


I used to use one years ago before "active audio" filters or DSP's. 


73 
Bill wa4lav 


William L. Fuqua III P.E. E-mail WLFUQUOO@POP.UKY.EDU Phone (606) 257-4155 
Department of Physics and Astronomy CP-177 Chem. Phys. Bldg. 
University of Kentucky , Lexington, Ky 40506-0055 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 

From: Don Reaves <dr@cei.net> 

Subject: Belton Trip 

Message-ID: <Pine.LNX.3.91.970418002929 .27452A-100000@kc5jh.reaves.net> 


I'm heading for Belton Friday afternoon. Looking forward to seeing 
my Texas friends. I have a load of boatanchors that need new 


homes. Look for my grey Plymouth van, with license plate KC5JH. 


Don Reaves’ WA5BBS dr@cei.net 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 


From: "David L. Thompson" <thompson@mindspring.com> 
Subject: Elenco 77 and WOCXX 
Message-ID: <1.5.4.16.19970417221133 .37a7ba4a@pop.mindspring.com> 


The Elenco 77 lives. This 1955 160 to 10 rig works on 75 both SSB and AM 
(controlled carrier). I interfaced it with a 75S1 a friend wanted me to 
check over (3 bad tubes and in need of alignment) and a Dow key relay I got 
from Ray W4BYG. Mic was the Shure 444. 


My first AM contact was WOCXX who was 20 to 30DB over nine on 3874.2 
according to the S1. He gave the 77 10DB over nine. I had to wait for Andy 
WA4KCY and Ernie KOOCC/4 to work him. I have another Dow Key but am moving 
rigs around so could not bring up the BW5100B/HQ170C combo. I have two 
AF-67's with PS2A power supplies, too. Who ever said too many rigs and too 
many projects was right on! 


I went down the band and worked a HC on lower SSB. Got some work still to 
do as no output on 160, 15, and 10. Upper SSB sounds bad (too bassy) so 
probably will have to adjust the SSB filters as my voice and the 444 are not 
bassy!!! Also notice I have 7QW output on AM when I start a transmission 
and it drops to 45W in 15 seconds and stays there... 


Guess I'll have to build that pp 4-1000's to compete with Andy! 


73, Dave K4JRB 
Now where do I find several more hours in a day to hobby plus work!!! 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: marty@aa4rm.radio.org (locale for Marty Reynolds) 
Subject: ET phoned home 

Message-ID: <199704181127 .HAA22083@aa4xrm> 


Tim... 


Found my most recent orphan, the Collins 32RA, in just the condition it was 
proferred - working (tnx Sam) 


There'd been a mod. in the osc. department & I cudn't get a peep by 
driving it with a GLOBE DELUX Vfo. So it was xtal time but 3875 wasn't 
in my repetoire - however a huge knuckle duster of a 3870 FT171 was 
there. 


The MO then was to raise WOCXX with 'newer gear' & have him listen for 
for the "old testament Collins" on the other freq. Told WA4KCY 
abt. this at 8P EST & he didn't think it'd be disruptive. 


Worked WOCXX abt. 10P EST using my 32V3 & 75A1 dynamic duo with some 
difficulty - got put in the log as "N4RM." No chance at the 32V3 / 

off-freq 32RA switcheroo. Rod's successor @ WOCXX did hear me say something 
about a "pre-war Collins, tho." 


So I blubbered to 'KCY a little more on the ‘fone & decided to fold my tent. 
It stayed folded 'til 12 midnight whereupon I caught WOCXX on a "clear 
channel." Operator Gayle, a very enthusiastic guy, loved the idea of 
connecting with a pre-war Cedar Rapids thingie & suggested calling me 

in 5 and 10 min. while listening on 3870. 


The call at 12:07A 4/18/97 EST worked! The 32RA, "ET", foned home. 


Marty 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Ronnie Hull <larebel@ms1.nwla.com> 

Subject: for sale: Bird Slugs 

Message-ID: <1.5.4.16.19970417192737 .266f6f£8c@ms1.nwla.com> 


I have the following excess bird slugs for sale 


100W 25-60 
250W 25-60 
250W 100-250 
100W 400-1000 


$30 each or $100 for all four 


Ronnie 


Ronnie Hull - W5SUM ex-WB5AIA 
3131 Meadow Parkway dr. 
Shreveport, La 71108 


10X - 2019 "try ten meters!! " 


looking for a Johnson 500 
(go ahead and snicker!! ) 


| 
| 
| 
| 
| 318-688-1389 318-687-3135 Fax 
| 
| 
| 
| 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: J P Taillebois <jpti@idirect.com> 


Subject: FS/ Collins 75A-1 revr 
Message-ID: <199704180116.VAA16382@relief.idirect.com> 


This is on behalf of a friend, please contact him directly if interested. I 
do not know the condition of the radio. 


Skipp Tullen K2PXQ Morristown NJ 201 539 8120 


Jean Paul Taillebois Interest: 
Hallicrafter,Gonset,Johnson,Collins,Military 
radios and books. 

996 Greenlane Court 

Oshawa Ontario Canada 

L1K-2C6 

voice:905 723 1811 

paket: ve3jpt@ve3hqr 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Ron Kashner <ronk@cmn.net> 

Subject: Hammarlund HQ-170 S meter 

Message-ID: <33570950.77E9@cmn.net> 


Bill and the list, 
My HQ-170 sn 1407 has a yellow S meter that looks stock. 
If it was discolored,it is very evenly done. 


Yours in extracting intelligence from the "Ether" 


Ron 
NW Colorado 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: launerb@crl.com (William H. Launer) 

Subject: Re: Hammarlund HQ-170 S meter 

Message-ID: <v01530500a£7d3f£452513@[192.0.2.1]> 


My HQ-170 also has a yellow s-meter; my HQ-145 has a white one. 


Both appear to be "stock". 
73, Bill wbOcld 


Bill Launer 

St. Charles, MO 

launerb@crl.com 
wbOcld@wbOcld.ampr.org [44.46.66.25] 
qrp-1 #279 qrp arci #3551 

Grid Square EM48RT 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 

From: "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com> 
Subject: Hammarlund HQ-170C --- It Lives!!! 

Message-ID: <9704172039.AA15573@us2rmc.zko.dec.com> 


Well, I'm one happy camper. After a little more signal tracing last night, 
I discovered an open RF choke to the detector tube. After substituting 
another choke, I was able to receive on all bands except the 6m band. 

(It may work there as well, but I haven't seen much activity on that band 
in my neck of the woods. I'll have to use the signal generator for that 
one.) 


I must admit, this experience has pointed out a flaw in the technique I 
used to get this unit working. Since everything appeared to be working 
reasonably well, I went straight to signal tracing. Had I first gone 
through and checked all the tubes for the appropriate voltages on the pins, 
I would have found this one much sooner. Live and learn. 


Now that I have the satisfaction of knowing it works, I'm doing the cosmetic 
work. This mainly consists of removing all the "smoker" residue and a 

(not too deep) layer of dust. I'm also going to lube it where it is needed. 
Aside from a couple of added (small) holes, the paint, lettering, and dials 
are in fine shape. 


Anyone have any good suggestions for cleaning LOTS of slightly oily dust 
from a rotary switch? 


I was surprised at the layer of residue on the S meter face. Fortunately, I 
was able to carefully!! take the cover off and clean it with distilled 
water. It now looks great...but boy, was that towel yellow :-( Since I 

had the meter cover off, I took the opportunity of getting rid of some of 
the minor scratches...toothpaste to the rescue. 


There are still a few minor electrical problems to fix: get a correct value 


RF choke (I used a 200mh since I had one around, but I need a 330mh) and £ix 
the RF gain pot. Other than that, it is all cosmetic work. 


Oh yes, one of the reasons I snagged this unit was it came with a matching 
speaker. Not the greatest fidelity, but then I'm not looking for Hi-Fi 
frequency response either :-) :-) (And it is MUCH better than the LS-166 :-) 


BTW, if anyone is keeping track, the serial number is 345, so it would appear 
to be one of the first ones. (At least, for the HQ-170C model.) A previous 
owner added two SO-239 sockets for the HF and 6m antenna connections, an octal 
socket for something (I haven't finished tracing the wiring), a remote RF 

gain jack, a line-out from the audio amp section, and a 1/4" plug for the 
speaker. Lastly, two braces were added from the top of the front panel to 

the chassis and another from the front apron the back apron of the chassis. 


73 


- Mark N1VQW 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: Hammarlund HQ-170C --- It Lives!!! 

Message-ID: <1997Apr17.173205-0500@spike.vuse.vanderbilt.edu> 


In <9704172039.AA15573@us2rmc.zko.dec.com>, L. Mark Pilant - MS:ZK03-4/Y02 
DTN:381-1529 wrote: 

> 

>Anyone have any good suggestions for cleaning LOTS of slightly oily dust 
>from a rotary switch? 

> 

Try carb cleaner (in an aerosol can) such as SNAP or STP. WARNING: 
Removes oil, varnish, rosin residue, but also paint, resistor colors, 

etc and comes out quite violently. Mask vulnerable areas with plastic 
(and tape it down) and USE SAFETY GLASSES. It sprays everywhere. 


Lube after application, since it eats all hydrocarbons. 


A. B. Bonds 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Bill Richarz <bill.richarz@transprt.com> 

Subject: Re: Hammarlund HQ-170C --- It Lives!!! 

Message-ID: <199704180401.EAA28831@sco.theporch. com> 


>I was surprised at the layer of residue on the S meter face. Fortunately, I 


>was able to carefully!! take the cover off and clean it with distilled 
>water. It now looks great...but boy, was that towel yellow :-( Since I 
>had the meter cover off, I took the opportunity of getting rid of some of 
>the minor scratches...toothpaste to the rescue. 


In my HQ-170C, the clock is pure white, while the S-Meter is very 
yellow looking...wonder if that is what you cleaned off Mark? 


BTW, my HQ-170C serial # is 354 & I picked it up several months ago, 
and feel very lucky, as I have not had to do any alignment on it. 


Anyone else care to comment on the "yellow S-Meter"? 


73 de Bill, NADH 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: k7sz@juno.com (Richard H. Arland) 

Subject: Re: Hammarlund HQ-170C --- It Lives!!! 

Message-ID: <19970418.094512.6503.2.k7sz@juno.com> 


I have two HQ-170ACs I picked up from Jim Thompson at the Radio Works 
last September. 


Both required a lot of cosmetic clean up and there is a tremendous 
difference in the meter and clock faces on one rig. I never tried 
removing any yellow stuff from my one meter, as I thought that it was 
aging of the plastic over the years. 


Both of my 170s came up quite easily and aligned (according to manual 
insturctions) rather easily. Now the HQ-110 I just finished is another 
story! 


My biggest problem was flattening the white frequency dials as they had 
warped with heat and age. 
73 rich K7SZ 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 

From: "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com> 
Subject: Re: Hammarlund HQ-170C --- It Lives!!! 

Message-ID: <9704181235.AA08694@us21rmc.zko.dec.com> 


> In my HQ-170C, the clock is pure white, while the S-Meter is very 
> yellow looking...wonder if that is what you cleaned off Mark? 


It could be. However, whenI took the meter cover off the yellow meter 
face appeard to be yellow solid through. When I reflected light off 
the bare meter face, the residue was obvious. 


After cleaning, the meter face was still yellow, just a slightly lighter 
shade. (And no obvious gunk in the reflection. 


My clock face is mostly white. Probably closer to a bone or light 
ivory color. I did clean a bunch of gunk from it as well. It gota 
little whiter, but that's about it. 


> BTW, my HQ-170C serial # is 354 & I picked it up several months ago, 
> and feel very lucky, as I have not had to do any alignment on it. 


I haven't done an alignment on mine yet and it plays pretty well. I'm 
going to check it out to see how far out it is. If it isn't too far out 
I'll leave it alone. 


73 


- Mark N1VQW 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: k4p£@juno.com (Edward J. Knobloch) 

Subject: Re: Hammarlund HQ-170C --- It Lives!!! 

Message-ID: <19970418 .132230.7751.0.K4PF@juno.com> 


Mark N1VQW pilant@seesaw.ENET.dec.com 

is working on an HQ-170 with matching speaker. 
He complains that the audio fidelity isn't the greatest... 
He also found an octal socket at the back, added by a previous owner. 


VV VV 


I also have an HQ-170 with matching speaker. 

The audio improved from "boomy" to "acceptable" 

by removing the cardboard back of the speaker enclosure. 
That octal socket on the back may be a copy of the "systems 
socket" used on the HQ-170A, used for integration with 

a transmitter for muting and anti- VOX functions. 


73, 
Ed Knobloch k4pf@juno.com 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 


From: gpewitt@execpc.com 
Subject: Hammarlund Speaker ? 
Message-ID: <Chameleon.970417205438. spewitt@execpc.com.execpc.com> 


I just bought a Hammarlund speaker I am not familiar with. 

It's all steel, 10 1/2" by 10 1/2" by 7" deep. It has a fine 
textured brown wrinkle finish. The front and both sides are 
one sheet of metal with the top and sides spot welded in. The 
front is pierced with a number of 3/8" square holes in a twelve 
by twelve square with 4 holes missing at each corner where 
there are speaker mounting screws. It has a 3 1/2" wide fairly 
thick metal label in silver with Hammarlund outlined in red. 
There is a red 1" meatball with the H faired into the top of 
the label.The two front corners are radiused. The speaker is 
round, 7" dia. The grill cloth behind the front openings looks 
like gold metallic burlap and is backed by brown hardboard. 

The only markings are on the back of the speaker 6037-2 and 
274709.The feet are just bumps on the bottom plate. 

It looks older than my SP200 speaker but is in very nice 
condition. OK. what does it go with? 

At the same garage sale I got a Multimeter TS-352B/U. Like new 
with all leads for 5 bucks. It uses 3 BA-31 4.5v batteries as 
well as 1 d cell. Anyone got a manual? It goes up to 5000v 
dc. Where can I get batteries? Thanks and 73 Gary 


Name: Gary Pewitt N9ZSV/KT 
6120 W. Calumet Rd. Apt 204 
Milwaukee, WI 53223 
414 355 8147 Home 414 297 4307 Work 
E-mail: gpewitt@execpc.com 
From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Nick England <nick@cs.unc.edu> 
Subject: Re: Hammarlund Speaker ? 
Message-ID: <199704181326.JAA05168@altair.cs.unc.edu> 


>From my Speaker list (and from some old Hammarlund literature) 
?? sq. hole grille, blk wrinkle, logo ?? HQ-140X 


Yours sounds like the nicest I have heard of, but I the ones I have 
seen have all been black/dark gray wrinkle finish - was your owned by 
a heavy smoker ?? 


73 & Have Fun, 
Nick England KDA4CPL nick@cs.unc.edu Univ. Of North Carolina 
http: //www.cs.unc.edu/~nick Chapel Hill NC 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: jmccarty@lucent.com (John J Mccarty) 

Subject: Heathkit Phone Patch Info Needed 

Message-ID: <199704180315.WAAO2850@nwsgpa. ih. lucent.com> 


Hello Everyone; 


Does anyone have the inerface / operating instructions 
for the Heathkit HD-15 phone patch. Repro and mailing costs cheerfully 
covered. 


Tnx and 73 


John McCarty 
n9hrt 
jmccarty@lucent.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Mike Toneri <toneri@ils.net> 

Subject: Re: Help! Kenwood TS-830S Mike Connector Info 
Message-ID: <199704181435. JAAQ3461@server1.ils.net> 


At 05:43 PM 4/17/97 GMT, Bob Marsh wrote: 

>Hi All, 

> 

>I have a friend over here who has a TS-830S. The Mike cable connections 
>broke off at the connector (4 pin), and I dont't have the manual here. 
>Does anyone have the mic connector pin assignments? (Audio, Audio Gnd, 
>PTT, PTT Gnd). 

> 

>It's about 1738 UTC right now. He made a bit of a trip to get it fixed 
>and the Kenwood website is down. 

> 


>Any info would be appreciated. 


> 
>73 de Bob/KB2SGM 
> 
pin 1 - audio in 
pin 2 - PTT 


pin 3 - common ground 
pin 4 - audio ground 


73...Mike VE3FGU 


KKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Mike & Lynda Toneri E-mail: toneri@ils.net 
KK KI KK KKK KIKI KIKI KAI IKI KIKI III III III KIKI IIIA 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: John Shriver <jas@shiva.com> 

Subject: Re: Is Amperex Alive ?? 

Message-ID: <199704171946.PAA29127@shiva-dev.shiva.com> 


This would explain why the Audio Products Division of Richardson is 
advertizing that they will start making Amperex "Bugle Boy" tubes 
again. They own the trademark. (In case we hadn't noticed, 
audiophiles with more money than brains are willing to pay astounding 
sums of money for a new 6DJ8 with an Amperex Bugle-Boy silkscreened on 
it.) 


There's also news that Ei (Edicron) in Yugoslavia is resuming 
production and export of tubes. Apparently they did manufacturing for 
Amperex in the later years, and has some of their tooling. 


This all fits together, the "Amperex" 6DJ8 tubes that APD will be 
selling will come from Ei, and be sold to the boutique audiophiles. 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Nick England <nick@cs.unc.edu> 

Subject: Re: Is Amperex Alive ?? 

Message-ID: <199704172008.QAA24327@altair.cs.unc.edu> 


Richardson will NOT be manufacturing new Amperex tubes. They will be 
taking NOS JAN tubes and testing them to Amperex specs (and supposedly 
burning them in on old Amperex fixtures). Then they will re-brand 

them as Amperex "Bugle-Boys". 


73 & Have Fun, 
Nick England KDA4CPL nick@cs.unc.edu Univ. O£ North Carolina 
http: //www.cs.unc.edu/~nick Chapel Hill NC 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: John Shriver <jas@shiva.com> 

Subject: Re: Is Amperex Alive ?? 

Message-ID: <199704172021.QAAQ0586@shiva-dev.shiva. com> 


Hmm, need to correct myself. Looked at the web site. APD of 
Richardson is testing their own tubes to special criteria and labeling 
them Amperex. (There never were Amperex KT88's or 6550 before, 
me-thinks.) Didn't know that they were making 12A*7's and 6DJ8's 
here. Probably very pricey! 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: owens@stout.atd.ucar.edu (Chip Owens) 

Subject: KC HAMFEST 

Message-ID: <199704182100.PAA02616@atd.atd.ucar.EDU> 


Hi, 


Could someone please provide details on the hamfest in 
Kansas City on the first weekend in May? I'll be in the 
area and would like to attend. 


Thanks! 
Chip Owens, NWOO 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: k7sz@juno.com (Richard H. Arland) 

Subject: Military BA Collecting Newbe 

Message-ID: <19970418.014618.10663.14.k7sz@juno.com> 


Gang: 
I have this urge to start a small Mil BA collection. No R-390s or 398s or 
388s or BC-610s. Just some small tactical rigs, especially in the HF 


range, that I can use at home or in the camper on Field Day. 


My problem is that is am dumber than dirt on Mil BA nomenclature and freq 
coverage, modes of operation, etc. 


Can anyone direct me to a booklet, pamphlet, TM or TO that lists the 
various HF, VHF & UHF nomenclatures and their descriptions? 


Is there a Mil BA collectors association on the East coast that I can 
contact for information? 


Anybody have a PRC-64 or GRC-109 that they wanna sell or trade (I have an 
unmarried daughter..... she's house broke....good teeth and she don't eat 
much!) 


73 rich K7SZ 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Mark J. Blair" <mblair@gruumsh.irv.ca.us> 

Subject: Re: Military BA Collecting Newbe 

Message-ID: <199704180722 .AAAQ08317@gruumsh.irv.ca.us> 


Mark J. Blair KE6MYK 
e-mail: mblair@gruumsh.irv.ca.us 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Mark J. Blair" <mblair@gruumsh.irv.ca.us> 

Subject: Re: Military BA Collecting Newbe 

Message-ID: <199704180729.AAAQ8535@gruumsh.irv.ca.us> 


k7sz@juno.com wrote: 


> I have this urge to start a small Mil BA collection. No R-390s or 398s or 
Liesl 

> Can anyone direct me to a booklet, pamphlet, TM or TO that lists the 

> various HF, VHF & UHF nomenclatures and their descriptions? 


One good source of info is the Military Equipment List on the 
Internet. Here are two links, maintained by two different people (I'm 
not sure which is more up to date): 


HTTP: //telalink.net/~badger/millist/mi.html 
http: //linux.cec.army.mil/ 


Both incarnations of the list explain the nomenclatures used on most 
US military gear, and have descriptions of zillions of radios. There 
are even pictures and/or schematics for some of the sets. 


P.S. I might have accidentally sent an empty response to your message 
to the list. If it got out before I yanked the phone line, I apologize 
to everybody! :-) 


Mark J. Blair KE6MYK 
e-mail: mblair@gruumsh.irv.ca.us 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Spencer Petri <spetri@e-tex.com> 

Subject: Mod xformer Sold. 

Message-ID: <mOwHxhN-Q000ikC@e-tex.com> 


Thanks, 


73 de Pete WA5JCI 
KKKKKKKKKKKKKKKKKKKKKKKK KEK KKKKKK KKK KKK KKAKKKEKKEKKAKKEKREKKKKKKKK KK 


EM-21--6 Mtr -- WAS #490, WAC CW, DXCC/91 Countries, VUCC/618 Grids 
KKEKKKKKKKKKKKKKKKKKKKKKKK KKK KKK KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKE 


2 Mtr -- 36 States -- VUCC/183 Grids 
KKKKKK KKK KEK K KE KKK EKA KEKE KEKE EKEEKKEKEK 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
Subject: Old ARRL Handbooks 

Message-ID: <QQ002EBA.1914@scs.philips.com> 


While looking through a Fifth Edition ARRL Handbook, dated May 1929, I found 
the following information and thought the group might it find interesting: 


First Edition Nov 1926 5,000 copies 
Second Edition 
1st printing Jan 1927 5,000 copies 
2nd printing Apr 1927 10,000 copies 
Third Edition 
1st printingx Oct 1927 10,000 copies 
2nd printing Apr 1928 10,000 copies 
Fourth Edition Dec 1928 10,000 copies 


Fifth Editionx May 1929 10,000 copies 


I have the ones with asterisks but would like to obtain others, specially a 
1932, as I have a Collins transmitter from that year. BTW, I don't know when 
they changed to a single yearly printing (but would like to). 


73, Brian Harris WA5UEK 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: George Humphrey <gah@koyote.com> 

Subject: Phoenix BA Havens 

Message-ID: <1.5.4.32.19970418050702 .006a4ccO@mail.koyote.com> 


BAers, 


Going to Phoenix next week and would like to know if 
there are any good BA places to browse? 


73 George KC5WBV 
gah@koyote.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Jack Antonio <dia@intercomm. com> 

Subject: SB-33 

Message-ID: <3357C98B.3E7@intercomm. com> 


I saw a post mentioning CW and the SB-33. 

I remember that 73 magazine had a couple of articles on adding cw 

to these rigs, one was (as I remember) keying an audio oscillator 
and the other added a relay inside the rig. The articles were in 
one issue way back in the 60's. I would be willing to look these up 
if anyone wants. 


73 
Jack Antonio WA7DIA 
dia@intercomm.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Herb Holeman" <choleman@ptialaska.net> 

Subject: SBE-33 Purchase -- $20 

Message-ID: <199704180451.UAA16499@ptialaska.net> 


Jeffrey Herman <jeffreyh@hawaii.edu> wrote: 


>I just bought an SBE-33 sight unseen for $20 (no PS, no manual). 


> I'll pick it up this weekend. 
<some material deleted> 


>Gee, I sure hope it has CW! <snip> 


Sorry, Jeff. I know you're a CW enthusiast, so you might want to consider 
polishing this rig up a little and passing it on to an SSB operator. 


I have an early SBE-33 complete with a schematic that bears at least a 
passing 

resemblance to the actual radio. The '33 was a very early attempt at 
solidifying an amateur SSB transceiver. It was mostly solid state with a 
hollow 

state 12BY7 and a pair of 27GB5 sweep valves in the power amplifier. The 
rig 

had a number of design shortcomings which limited its success, and a 
successor 

SBE-34 attempted to overcome some of those deficiencies. 


After that introduction, I'll try to address some of your questions now. 


Power supply: The SBE-33 runs on 120VAC only. But the good news is that 
the 

power supply, (if you can call it that! HI!) is built-in. For mobile use 
SBE 

sold a solid state (gasp!) 60 Hz inverter which chopped 12VDC to about 110 
VAC 

square wave. This approach really didn't work at all, since the square 
waves 

had an RMS voltage of about 110-115 volts but their peak value was the 
same, 

rather than the 145 volt peak that a sine wave has. The result was that 
the low 

voltage power supply fell below regulation threshold and the rig would 
produce 

FM along with the SSB! 


The radio itself resembles an old All-American Five AC/DC radio in some 
respects. The vacuum tube section of the radio is electrically isolated 
from 

the chassis, and one side of the AC line is connected to the tube cathodes. 


High voltage (about 450 volts) is developed by means of a half wave voltage 


tripler from the 120 VAC line, and 120VAC is applied to the filaments in 
series. 


xx This part of the radio is dangerous to troubleshoot!! xx 


It's best to use an isolation transformer if you have to probe into this 
section 
of the radio. 


More bad news for you, Jeff. The SBE-33 did not include CW or even AM as 
an 
operating mode. There's nothing to stop you, however from inserting a pure 


keyed sine wave into the mic jack, similar to the KWM-2 and early S-line 
method. 

Like many early SSB transceivers, the -33 didn't have RIT, either. It 
also 
lacks ALC, which means that you would have to adjust the keyed tone level 
carefully to avoid overdriving the stages. Some good news....the -33 has a 


sensitive receiver with a Collins 2.1 Khz BW mechanical filter. The AGC, 
however, was derived from audio and performed poorly by almost any 
prevailing 

standard. My -33 had terrible VFO drift until I replaced the VFO 
transistor 

with a new one of the same type. My unit used all germanium transistors, 
but 

later ones used some early silicon types like the 2N706. Your schematic 
and 

actual parts list will vary. 


For operational convenience in CW, you'd be much happier with a Collins 
S-line 

or the later Drake 4 lines which included CW as more than an afterthought. 
I'm 

sure the list can also recommend other boatanchor transceivers that have 
good CW 

qualities. 


In short the SBE-33 is an interesting look at an interim technology but for 
a 

skilled CW op, I know you'll want something better. The -33 was ahead of 
its 

time -- perhaps a little too much so. I can send you a copy of my 
schematic, 

but I don't have a book, unfortunately. 


Herb Holeman, W7ZF 
Juneau, Alaska 


choleman@ptialaska.net 


Still looking for a copy of "Electronic Measurements" by Terman and Petit. 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: anders@autopsy.corp.sgi.com (Greg Anders) 

Subject: Source for Silver Mica Caps. 

Message-ID: <9704180920.ZM11671@autopsy.corp.sgi.com> 


I decided to recap my 75A4 and I'm looking for a good source for 
the many silver mica caps I'll need. They range in value from 4pf to 1000 
and AES won't "cut the mustard". Anyone know a good source for these parts? 


Thanks, 


Greg Anders 


"If at first you don't succeed...... then skydiving is not for you" 


anders@autopsy.corp.sgi.com 
KG6YV 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: "Peter L. Demmer" <ampruss@hits.net> 

Subject: Spurt/Leak/Drip -Reply 

Message-ID: <3352A52D.6E43@hits.net> 


Red; K5VOL 
It all depends on the situation and the invironment. Running on the 
surface your right. A spirt is and could well be a drip. Running at a 


depth in excess of 500 feet it is a whole (with out the "w") different 
green eyed animal. In this situation, it is a hissy, misty spray. If 
its in one of the antenna transmission line thru-hull stuffing boxes in 
the radio room, its a sparky, hissy, misty, spray soon and sudden to 
become a roar. It is a sub-mariner's worst nightmare. 73 Peter, 
KH6CTQ MMC(SS) USN REt. 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Ho4bart@aol.com 

Subject: Re: T2-/CRN-1 help 

Message-ID: <970418145609_-965762320@emout06.mail.aol.com> 


Email received by H Miller & forwarded to group: 


<< My understanding of the CRN-1 beacon is that it was 

very little used!! Applications were varied..but I am told by 
"those who know" (HI!) that it was a cross-water ( night-time ) 
nav aid, dropped by "pathfinder" type aircraft..several hours 
before the mission. It was to aid the bombers to the target 

and back. I believe that it did not arrive on the scene till late 
in the war. I have the manual ( AAF type ) and not a lot of 

clues in that. Precious time would be saved by simply using 

your ADF instead of Dead Reckoning. ( ARN-7 type or..) Being 

a pilot of "old" it makes sense to me!! >> 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: "Lon W. Cottingham" <k5jv@swweb.net> 

Subject: TBY's 

Message-ID: <3356F329.4675@swweb.net> 


Greetings to all, 


What an amazing place this BA list is! All this about the little TBY. 
I have not had a thought about the TBY in years until yesterday when a 
Ham from Lubbock called looking for one. I dug three different models 
out of storage yesterday afternoon for him -- then today, all these 
postings. 


I do not pretend to know much of anything about the TBY except what I 
have done with them myself in the past. There were several different 
models. The earlier models used a stationary whip antenna that mounted 
to the left side of the unit in a fixed position. Later models had a 


piviting mount on the same side. Apparently this gave the spooks that 
used them a little more flexability when crawling around on the sand or 
in jungles. The later models also had a coax connector with protective 
cover that allowed the little rig to hook up to a real antenna. These 
transceivers were originally powered by rechargable wet battery packs. 

I think there were also dry battery packs. In the later units there was 
an AC power supply that doubled as a battery charger. I found three 
TBY-7 sets new-in-the wodden crates several years back. The AC supplies 
were missing from all three. Everything else was there including 
complete manual sets, keys, headphones, and an extra antenna. Later I 
found an AC supply and actually operated the little rig on 10 and 6 
meters. What a kick. The superregenative receiver works great. It 
reminded me of the National SW-3 receiver. 


73 de Lon, K5IV 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Dean Davidson <ddavidso@metz.une.edu.au> 

Subject: Re: TEKTRONIX 545A SAGA 

Message-ID: <3.0.1.16.19970418085151 . 392fd4dc@metz.une.edu.au> 


At 16:08 17/04/97 GMT, JOHN SEHRING wrote: 
>Source(s) of NE-2's? 

ihc I have a pretty good junk box! 
Dean 


Dean Davidson Web Page: http://www.une.edu.au/~psychology/deand.htm 


Dept Psychology Email: mailto:ddavidso@metz.une.edu.au 
University of New England Phone: 61 67 73 2585 
Armidale NSW 2351 Australia VK2 ZID 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Bill Richarz <bill.richarz@transprt.com> 

Subject: WOCXX 

Message-ID: <199704180434.EAA29115@sco.theporch. com> 


Managed a short QSO with Gail at the Collins Station on 
3.875 Mhz. Was running my DX-60, with the outboard 
plate modulated pair of 1625's, and received him 

5x9 on a Hammurland HQ-170C...what a thrill to work 
that call & station. Time was April 18, 00:29 EDT. 


73 de Bill, NADH 


Bill Richarz <N4DH> ex WA4VAF | Internet: bill.richarz@transprt.com 
10035 Little Creek Rd. | Packet: N4DH@W4BFB.#CLT.NC.USA.NA 
Charlotte, NC 28227 | Phone: (704) 545-9368 


HomePage: http://www.transprt.com/public/wricharz/index.htm 
Alternate Email: n4dh@juno.com 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Denny Gilbertson" <gilbertson@ics.uwex.edu> 

Subject: WOCXX 

Message-ID: <MAILQUEUE-101.970418070228 .480@ics.uwex.edu> 


I worked WOCXX last night using my 75A1 with matching 270G spkr, 32V3 
and an inverted V. I forget the fellows call who had the KW-1. It 
sounded like a broadcast station in Madison WI. 


The point of the post though is to remark about the A1 and V3. 

Normally I use my 75A3 and Valiant on 160 AM. TI haven't had the At 

V3 on for aobut a year. I turned the rig on to warm up, scrambled to 

find the microphone, set the A1 and V3 to 3875 on the dial and there 

WOCXX was. I guess the remarkable thing is that the Collins was spot 

on in calibration. I guess when you build them right.... Very pleasant event. 
The only problem I had was I didn't get the mic connected properly and 

my audio to WOCXX was intermittent. Exciting to hear all the old rigs on AM 


73 Denny, K9ICZ 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Laird_Tom_N@hpmail1.90.deere.com 

Subject: WOCXX 

Message-ID: <H00005a004e24622@MHS> 


> I worked WOCXX last night using my 75A1 with matching 270G spkr, 32V3 
> and an inverted V. I forget the fellows call who had the KW-1. It 
> sounded like a broadcast station in Madison WI. 


Butch..... K zero BS had the KW-1 on the air. I believe there was more 
than one on. I was the second station to work WOCXX at 00:18 GMT with my 
32V-3 and 75A-4. Signals were great early on, but got pretty congested 
later. Heard quite a few of you guys out there, it was great. 


Tom Laird WC9M Moline, Il 
TL39597@deere.com 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: Mike Warren <m_warren@compuserve.com> 

Subject: WOCXX is OTA 

Message-ID: <199704172028 MC2-147E-DDA8@compuserve. com> 


Hi Gang, 


Give a listen on 3875 - WOCXX, the Collins ARC station and AMI #1000, is 
booming in to Minneapolis at 20 over S9 at 1935 local (CST). Great audio 
too! 


73, Mike 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: bill@skeeter.frco.com (William Hawkins) 

Subject: Re: WOCXX is OTA 

Message-ID: <9704180313.AA17448@skeeter.bvc.frco.com> 


Well, he was still coming in very well at 2100 CDT (0200 Z). Had the 
R-390 (not A) set 2 KC above 3875, with the 4 KC filter. Sounded 
better with 8 KC filter and 3875, but too much noise. Carrier level 
was 50 db noise, 70 to 80 db from WOCXX. Heard Jay Miller from Texas, 
and a few others, but most of the time Mike was talking to people that 
I couldn't hear. 


Regards, 
Bill Hawkins 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 

From: "David L. Thompson" <thompson@mindspring.com> 

Subject: Re: WOCXX is OTA/and on packet WW 

Message-ID: <1.5.4.16.19970417223824 .Qa1f60c2@pop.mindspring.com> 


Gang, 


The WOCXX operation (still on 5 minutes ago) has made the OH2BUA world wide 
packet on the internet. Look up the OH2BUA web page he has 2.6 million 
hits!!!!! The listing is as follows.. 


K8DE 3874.0 WOCXX ART COLLINS OLD CALL SP EVENT 0252 18 Apr 
The 0252 is Z time and 18 April is Z date. reported by K8DE. 


BTW I heard the WA7 in Arizona very well amd several of the California 
stations were very readable on the 75S1 and the HQ170C. 


Dave K4JRB 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
Subject: WOCXX night 

Message-ID: <Q0002D97.1914@scs.philips.com> 


Fellow Am'ers, 


Where do you suppose all those great AM signals are the other 364 evenings of 
the year? I think WOCXX may have worked all states except Hawaii and Alaska! 
They were +40dB/S9 in North Texas on a low-dipoled NC-183D. 


It was great to xhearx the many calls I *seex on BoatAnchors. The icing on 
the cake making a singular call in the QRZ pileup and being heard above the 
crowd, a testimony to the Ranger/Desk KW combination. Of course I did this 
while admiring the 30W, 32V3, S-line and 75A1/A2/A3/A4, all resident in the 
shack! 


73 - Brian WA5UEK 

From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: "Andy Howard, WA4KCY" <sweetbay@compuserve.com> 
Subject: WOCXX Worked From Georgia 

Message-ID: <199704172158 MC2-147E-E2AF@compuserve. com> 


Hello all AM fans, 


I just worked WOCXX in Cedar Rapids. Got a very good report using my 
homebrew 813 rig with a 75A4 receiver and 310B RF exciter for the 813's. 


AMI No. 9 worked AMI No. 1000. Long live AM! 


Regards to all, 


Andrew E. (Andy) Howard, Sr., WA4KCY 

105 Sweet Bay Lane 

Carrollton, Georgia 30116-8519 

Telephone 770-832-0202 

Southeastern Division Director, AM International 

wa4kcy@usa.net wa4kcy@juno.com wa4kcy@qsl.net 

Vintage Radio Home Page Address: 

http: //ourworld. compuserve.com/homepages/sweetbay 
<>< 


Vintage Radios, Electric Trains, Machine Guns, etc. 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: jmiller@teleteam.net (Jay H. Miller) 

Subject: Warm Up the Iron-Tonight's the Night 

Message-ID: <v01540b01a£7c41186c94@[199.34.24.28]> 


Collins Collectors Association AM Night! 
3875kc. 7:30pm CDT 


Look for KOBS as Net Control from Minnesota. 


Will kick off with AMI recognition of WOCXX in Cedar Rapids. WOCXX will 
work stations by call district on AM only. 


Next will take general AM check-ins for CCA by call districts. 
Warm up the iron! 
73 


KAKA KR THARAARAARAARAARAAAHE kk ARK AK KAKK 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
AMI4846 Collins Collectors Association 
E-Mail: jmiller@teleteam.net 
Visit My Home Page: http://www.teleteam.com/~jmiller/ 
KARR THAAARAARAARAARAAHE aR KK AK KARE 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: Michael Crestohl <mc@shore.net> 

Subject: What's a 5686 tube? 

Message-ID: <199704181729.NAAQ6879@northshore.shore.net> 


Hello gang: 


I found two 5686 tubes in Mil boxes marked Collins Radio. It isa 
9-pin miniature and looks like a 12AX7 type. I looked in my reference 
works and can't find it. Any of you fellows know what they are? 


133 


Michael Crestohl, WRC 
mc@shore.net 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Edward J. Zeranski" <ejz@nosc.mil> 

Subject: Re: What's a 5686 tube? 

Message-ID: <2.2.32.19970418175339.00c254d8@marlin.nosc.mil> 


>I found two 5686 tubes in Mil boxes marked Collins Radio. 
>Michael Crestohl, W1RC 


VHF Pentode’ baseT137: 
plate dis 7.5w, fils 6.3@ .35 amp, max plt 250, max scrn 250, 


cap in pf grid-fil 6.4, grd-plt .11, fil-plt 4 
Typical aps: 


Class C amp plt 250,scrn 250, bias -50, plt I 40ma, grd I 2 ma, PO = 6.5W 
Al 250 180 -30 30ma 2ma PO = 5SW 
reference: Philco Handbook of tubes and Semiconductors, AN-370. July 1956 
Ed Zeranski : ejz@marlin.nosc.mil, work / ezeran@cris.com, home 
Wooden Boats, Tube Receivers, Rusty Old Trucks, The Good Stuff! 


This is a private opinion or statement and is nobody's fault but mine. 
No person, employer, or govt.should try to take credit for it! 


From boatanchors@sco.theporch.com Fri Apr 18 16:04:25 1997 
From: "Manuel A. Maseda" <mmaseda@gte.net> 


Subject: WTB: 75A-3 
Message-ID: <3357B7C8.4D82@gte.net> 


I'm looking to buy a collectors quality 75A-3. 


Manuel W4SSB- ex. WF1J 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: n5off@w5ddl.aara.org 

Subject: WTB: Harris RF-505A 

Message-ID: <17873@w5ddl.aara.org> 


Looking for a clean to mint Harris RF-505A. 
Thanks 


Tom 


From boatanchors@sco.theporch.com Thu Apr 17 23:07:18 1997 
From: k9gdt@juno.com (George P Sieverson) 

Subject: Re: Your Web site - front panels 

Message-ID: <19970417 .222922.8758.1.K9GDT@juno. com> 


On Sun, 13 Apr 97 18:50:08 PDT jproc@bellglobal.com writes: 


>...BTW, the single biggest obstacle in making a front panel look like a 
>factory design is lettering. Are you privy to any special talents which 
allow 

>you to create such professional looking front panels? One day I will 
have to 

>build a replica of the AN/SRC501 HF radiotelephone set. Any tips on 
front 

>panel lettering? Perhaps your answer could also be posted to the BA 
group as 

>an incentive for homebrewing. 

> 

>Regards, 

> 

>Jerry Proc VE3FAB 

>E-mail: jproc@bellglobal.com 

>HMCS HAIDA Naval Museum, Toronto 

>www3.sympatico.ca/hrc/haida 


Greetings Jerry and fellow bulbsters/bulbster-ettes, 


Thanks for the compliment. Now my head won't fit through the door! 


I'm not sure if the either technique would be applicable to BA's, but 
here goes..... 


The transmitter was the simpler of the two and is very "do-able" with at 
home with a PC and ink-jet printer. (I used my trusty old H-P DeskJet 
500). The software I used was VISIO Technical, although any draw program 
with rulers should suffice. I drew the front panel and printed it out, 
using a 25% cotton, acid-free paper so it won't turn yellow over the 
years. 


The transmitter's sub-panel is a piece of 1/8" aluminum. The "printout" 
goes over that and is covered by a piece of lightly tinted beige 
pexiglass. The whole "sandwich" is held together by the mounting 
hardware for the front panel controls. The result was gratifying because 
it was cheap and no screw heads were visible from the front. Oh....did 
I mention it was cheap? 


On another project not yet on my web page, I printed out the front panel, 
had it laminated, then glued it to the sub-panel. That came out OK, too. 
Panels could look better if I broke down and got a modern color printer. 


About the receiver...At first, I used the old standby...Dymo Labels. 
Then, my old friend and graphic artist extraordinaire, Frank, convinced 
me the receiver needed to be "gussied up" a bit. It's far more difficult 
dealing with these issues AFTER the equipment is built. 


So here's what I ended up doing: 

I created the front panel design using VISIO and gave the file to Frank, 
who tweaked it and converted it to some special file format using an 
expensive RISC graphics workstation and software nobody's ever heard of. 
(I'm told "real" artists don't use WINDOWS computers! ) The file was 
turned over to a vendor who printed the lettering on adhesive backed 
vinyl sheeting using black epoxy ink. The first vinyl panel cost $30, 
each one thereafter costs about two or three bucks each. So, I've got 
some spares. 


BTW, Last night I replaced that ugly black and white picture of my 
receiver with a more acceptable color one. Jerry, if you want to see 
what thirty dollars gets you, check my web page again. It's nice, but 
the ink jet method works OK, too....and did I mention the ink jet 
approach was cheap? 


73 'n cheers 'n beers, 

George 

KAKA KIKI AK IKK IKK KK IKI IK IKK IK IKI IKI IK III IK A I I I 
George Sieverson - Barrington, IL 


K9GDT@STARNETUSA.NET ox K9IGDT@JUNO.COM 
http: //pwp.starnetinc.com/k9gdt/index.htm 
KKK KAKKKAKK KKK KKK KK KKK KIK EKA KKKKKKKKKKEKEKK KK 


